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AEG

DARKLIGHT DOWNLIGHT SERIES - FIXED

DSF-075-7W | DSF-100-13W | DSF-125-19W | DSF-A150-26 W | DSF-B150-34W | DSF-C150-40W

Architectural-grade recessed fixed downlights providing high class,
low glare illumination for office spaces, retail environments, hotels and
residential applications. Four different diameter sizes provide a full
range of lumen output options to meet the wide diversity in user
requirements.
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RANGE OVERVIEW / BASIC SPECIFICATIONS
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QUICK REF. DSF-075 DSF-100 DSF-125 DSF-A150 DSF-B150 DSF-C150
Power - Output 7W-6501Im 13W 1275 Im 19 W 1875 Im 26 W - 2650 Im 34 W 3475 Im 4O W - 47150 Im
Cutout Diameter @75 mm @100 mm @125 mm @147 mm @147 mm @ 147 mm
Front-@ x Height @ 87 x 84 mm 213 x 106 mm 2138 x 132 mm 2164 x 148 mm 2164 x 163 mm @164 x 163 mm

OPTIONS & ACCESSORIES




AEG

DARKLIGHT DOWNLIGHT SERIES - ADJUSTABLE

DSA-075-7W | DSA-100-13W | DSA-125-19W | DSA-A150-26 W | DSA-B150-34W | DSA-C150-40W

Architectural-grade recessed adjustable downlights providing high
class, low glare illumination for office spaces, retail environments,
hotels and residential applications. Four different diameter sizes
provide a full range of lumen output options to meet the wide diversity
in user requirements.

DARKLIGHT
REFLECTOR
DESIGN
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WARRANTY

RANGE OVERVIEW / BASIC SPECIFICATIONS
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QUICK REF. DSA-075 DSA-100 DSA-125 DSA-A150 DSA-B150 DSA-C150
Power - Output 7 W 350 Im 13W-650Im 19 W-1025 Im 26 W - 1750 Im 34 W-2050 Im 40 W-2560 Im
Cutout Diameter @75 mm @100 mm @125 mm @ 147 mm @147 mm @147 mm
Front-@ x Height @87 x 92 mm 2 N3 x 119 mm 138 x 140 mm @ 164 x 155 mm @ 164 x 168 mm 2164 x 168 mm

OPTIONS & ACCESSORIES
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DARKLIGHT DOWNLIGHT SERIES - WALL WASHER

DSW-100-13W | DSW-125-19W | DSW-A150-26 W | DSW-B150-34W | DSW-C150-40W

Architecfural-grade wall washer downlights creating mood lighting or wall-
directed accent illumination in office spaces, retail environments, hotels and
residential areas.

Three different diameter sizes provide a full range of lumen output options.
Reflector inserts available in five contemporary finishes.

DARKLIGHT
REFLECTOR
DESIGN

YEARS
WARRANTY

RANGE OVERVIEW / BASIC SPECIFICATIONS
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QUICK REFERENCE DSW-100 DSW-125 DSW-A150 DSW-B150 DSW-C150
Power - Qutput 3W-675Im 19 W - 1100 Im 26 W 1850 Im 34 W-2200 Im 40'W-2800Im
Ceiling Cut-Out @100 mm @125 mm @147 mm @147 mm 2147 mm
Width x Height @ 13 x 112 mm 2138 x 130 mm @164 x 150 mm @ 164 x 165 mm @164 x 168 mm

OPTIONS & ACCESSORIES
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SURFACE MOUNTED DOWNLIGHTS - ROUND

SMR-100-13W | SMR-125-19W | SMR-A150-26 W | SMR-B150-34W

Easy to install, surface mounted luminaires with a timeless design, providing
general, accent or spot illumination.

Darklight design for glare-free lighting, enhancing visual performance and
comfort. Secondary reflectors available in five finishes, to seamlessly integrate
with the interior design
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RANGE OVERVIEW / BASIC SPECIFICATIONS
QUICK REFERENCE SMR-100 SMR-125 SMR-A150 SMR-B150
13W-1325Im 19 W -1900 Im 26 W -2825Im 34 W -3575Im

Power - Output

) . @100 mm @125 mm @150 mm @150 mm
Fixture Diameter

10 mm 135 mm 160 mm 160 mm

Fixture Height

OPTIONS & ACCESSORIES
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SURFACE MOUNTED DOWNLIGHTS - SQUARE

SMS-100-13W | SMS-125-19W | SMS-A150-26 W | SMS-B150-34 W

Easy fo install, surface mounted luminaires with a timeless design,
providing general, accent or spot illumination.

Darklight design for glare-free lighting, enhancing visual performance
and comfort. Secondary reflectors available in five finishes, to
seamlessly integrate with the interior design.
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RANGE OVERVIEW / BASIC SPECIFICATIONS
QUICK REFERENCE SMS-100 SMS-125 SMS-A150 SMS-B150
Power - Output 13 W 1325 Im 19 W -1900 Im 26 W - 2825 Im 34 W - 3575 Im
Fixture Size 100 x 100 mm 125 % 125 mm 150 x 150 mm 150 x 150 mm
Fixture Height 110 mm 135 mm 160 mm 160 mm

OPTIONS & ACCESSORIES
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PINHOLE / KEYHOLE DOWNLIGHT SERIES

PRF-A085-7W | PRF-BO85-13W | KRA-A085-7W | KRA-B085-13W

Complimentary accent lighting, sefting the right mood and creating
the appropriate ambiance in residential and hospitality environments,

Highly flexible lighting solution with a replaceable @ 50 mm COB-
based LED-module (also separately available). The fixed Pinhole
and adjustable-rotatable Keyhole downlights come in a variety

of beam angles, CCT and CRI options, as well as dimming options.

=

REPLACEABLE
LED-MODULE

£

TILT 30*
ROTATE 355°

RANGE OVERVIEW / BASIC SPECIFICATIONS
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QUICK REFERENCE PRF-A085 PRF-B085 KRA-A085 KRA-B0O85
Power - Output 7W-325Im 13W-575Im 7W-325Im 1BW-575Im
Ceiling Cut-Out © 85 mm © 85 mm @ 85 mm © 85 mm
Width x Height @ 96 x 88 mm 96 x 88 mm 296 x 96 mm @ 96 x 96 mm
OPTIONS & ACCESSORIES
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DARKLIGHT
REFLECTOR
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QUICK REFERENCE SRF-AR90 SRF-BR90 SSF-AS90 SSF-BS90
Power - Output 7 W 300 Im 13W-575Im 7W-325Im 13W-575Im
Ceiling Cut-Out @90 mm @90 mm 90 x 90 mm 90 x 90 mm
Diameter / Width x Height @100 x 90 mm @100 x 90 mm 100 x 104 mm 100 x 104 mm
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